
The Euro Towers 232 tower conforms to the requireme nts of BS EN 1004 

Diagonal Brace  
2M White/ Green/ Red 
2.5M White/ Green/ Yellow 
3M White/ Green/ Blue 

NEVER CLIMB SCAFFOLD ON THE OUTSIDE OF THE FRAME 

MAX SAFE WORKING LOAD FOR STRUCTURE  750 KG 
MAX SAFE WORKING LOAD FOR PLATFORM  250 KG 

Horizontal Brace  
2M Black/ Green/ Red 
2.5M Black/ Green Yellow 
3M Black/ Green/ Blue 

End Toeboard 

232 frame, 6, 8 and 10 
Rung  

Stabilizer  

Side Toeboard 

Trapdoor Platform  

Adjustable Legs and 
Base Plates / Castors  

MANUFACTURERS OF ALUMINIUM ACCESS EQUIPMENT 
KLIK SINGLE WIDTH 232  

ERECTION INSRTUCTION MANUAL 



 
 

232 TOWER 3T – SINGLE WIDTH INSTRUCTION MANUAL 

Insert Castors and adjustable legs into 
frames. 

 

Fit 2 horizontal braces to the vertical 
member of the frame as low down as 

possible. 
 

Fit in 2 diagonal braces, starting at the 
bottom rung – on opposing sides. 

 

 Add 2 frames, after adding any 
frames always engage the interlock 

clips 
 
 

Put platform on the 7th rung. 
 

 

From the sitting position, through 
the trapdoor (3T Method) Fit   

horizontal braces as mid rails and 
guardrails to the vertical member, 

Hooks facing outwards. 
 

Fit stabilizers at this point Insert diagonal Brace, starting at the 
bottom rung. Braces should be in a 

continuous pattern from rung to rung 
except when interrupted by an 

intermediate platform. Single Width 
towers have 2 braces at the base and 

singular thereafter 
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Stand on platform board, Fit 2 
diagonal braces from the 2nd rung 
above board, opposing each other. 
 

Fit 2 more frames. 
 

Fit platform on the 6th rung above 
the board you’re standing on.. 

Repeat the 3T procedure until the 
final height is reached 

 

At the final height from the sitting 
position, through the trapdoor (3T 
Method) Fit   horizontal braces as 

mid rails and guardrails to the 
vertical member, Hooks facing 

outwards 

Fit Toeboards 

232 TOWER 3T – SINGLE WIDTH INSTRUCTION MANUAL 

Insert Diagonal Brace 

 
 
·  Dismantling is the reverse except when dismantling the mid rail and guardrail 

braces. 
·  Unclip the far end hooks and then from a sitting position through the trapdoor 

(3T Method) remove the braces 
·  Do not remove the mid rail and guardrails whilst standing on the platform, 

this would leave you at risk 
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KLIK 232MM FRAME SINGLE WIDTH TOWER – KITTING LIST 
 

0.70M WIDE 2.0M, 2.5M AND 3M LONG  (232mm rung spacing)  
 

 
 
 
 

 
 
 

      BKD1 BKH1 PKT1  TKS1 

      BKD2 BKH2 PKT2  TKS2 

PLATFORM LEVEL K5CR KALA FKS3/6 FKS4/8 FKS5/10 BKD3 BKH3 PKT3 SKS1 Y250 SKL2 TKS3 
1.41 M (4' 7") 4 4     2 2 6 1       1 
1.88 M (6' 2") 4 4 4   2 6 1 4   1 
2.34 M (7' 8") 4 4 2 2   3 6 1 4     1 
2.81 M (9' 3") 4 4  4  3         10 2 4   1 
3.27 M (10' 9") 4 4   2 2 4 10 2 4     1 
3.73 M (12' 3") 4 4   4 4 10 2 4   1 
4.20 M (13' 9") 4 4 2 4   5 10 2 4     1 
4.66 M (15' 4") 4 4  6  5 10 2 4   1 
5.13 M (16' 10") 4 4   4 2 6 10 2   4    1 
5.59 M (18' 4") 4 4  2 4 6 10 2  4  1 
6.05 M (19' 10") 4 4     6 7 10 2   4   1 
6.52 M (21' 5") 4 4  8  7 14 3  4  1 
6.98 M (22' 11") 4 4   6 2 8 14 3   4   1 
7.45 M (24' 5") 4 4  4 4 8 14 3  4  1 
7.91 M (26' 0") 4 4   2 6 9 14 3   4   1 

             

K5CR 5" Castors   BKD1 2 M Diagonal Brace   PKT1 2 M Trapdoor Platform  
KALA Adjustable Leg Assembly   BKD2 2.5 M Diagonal Brace   PKT2 2.5 M Trapdoor Platform  
FKS3/6 3 Rung SW Frame   BKD3 3 M Diagonal Brace   PKT3 3 M Trapdoor Platform  
FKS4/8 4 Rung SW Frame   BKH1 2 M Horizontal Brace   SKS1 Standard Stabilizer  
FKS5/10 5 Rung SW Frame   BKH2 2.5 M Horizontal Brace   Y250 Telescopic Stabilizer  
    BKH3 3 M Horizontal Brace   SKL2 Large Stabiliz er  
        TKS1 2 M DW Toe board Assembly  
        TKS2 2.5 M DW Toe board Assembly  
        TKS3 3 M DW Toe board Assembly  


